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BTT-101 
Inlet Diameter: 2.5 cm & 2 cm 
Outlet Diameter: 2 cm 
Height: 13 cm 
Width: 12 cm 
Depth: 6 cm

BTT-LOC (Optional)
Inlet Diameter: 2 cm 
Outlet Diameter: 16-18 mm Drip Tube 
Height: 7 cm 
Width: 3 cm

FEATURES
•	 Bluetooth-enabled programming for easy wireless smartphone control
•	 Manage unlimited number of devices
•	 Multilanguage mobile app
•	 Independent Timer and Cycling modes
•	 6- and 24-hour maximum run times
•	 7-Day Rain Delay period
•	 Manual push-button operation
•	 Automatic water shutoff after 1 hour
•	 Red LED low-battery indicator
•	 Secure passcode protection
•	 Rugged screen filter
•	 Includes quick coupler adapter
•	 Drip system ready with optional BTT-LOC
•	 Alkaline batteries included
•	 Warranty period: 2 years

ELECTRICAL SPECIFICATIONS
•	 Requires 2x AA (1.5V) alkaline batteries (included)
•	 Bluetooth® 4.0, Low Energy Module
•	 Operating temperature: 5°C to 60°C

OPERATING SPECIFICATIONS
High-pressure solenoid diaphragm valve:
• Flow rate: 0.031 to 57 LPM (1.9 to 3,407 LPH)
• Recommended pressure: 0.5 to 8 bar (50-800 kPa) 

APP SPECIFICATIONS
•	 iOS 9.0 or above
•	 Android 4.4 or above
•	 Optimal communication distance: 3-5 m
•	 Max. communication distance: 10 m

APPROVALS
•	 Bluetooth, CE, IPX6

BTT Number of Stations: 1 
Type: Bluetooth, Battery Operated, Fixed

BTT

Model Description

BTT-101 Bluetooth Tap Timer, 25 mm (1") and 19 mm (3/4") Hose Thread, Quick Coupler Adapter

BTT-LOC BTT Adapter, 16-18mm Drip Tube

BLUETOOTH TAP TIMER

Quick Coupler Adapter (Included)
Inlet Diameter: 2 cm
Outlet Diameter: 1.6 cm 
Height: 3.8 cm
Width: 3.3 cm 




